
Safety Standards
Å CE-MDD ð International Medical Standard
Å IEC 601-1 ð Medical Safety Standard
Å CFS ð Governmental (Health) Approval
Å CSA ð Canadian & US Safety Standards
Å ISO13485 ð Quality Medical Production
Å ISO9001 ð Quality Management Standard

Speciþcations
Å Wavelength: 420-1100nm

Å Operation voltage: 220vAC/110vAC

Å Weight: 20 lbs: desktop or portable

Å Size: 44cm x 45cm x 100cm

Å Optional small handpiece (3 x 14mm)

The only system that guarantees 200,000 
pulses for each ÿash lamp.

FDA approved for Hair Removal. 
Pending approval for...

 Å Skin Rejuvenation
 Å Pigmentation
 Å Vascular
 Å Acne

Active Opticals Energy is distributed 
evenly over the 15x50mm area 

and the skin does not exceed 70Ác 
allowing deep penetration of light 
with no skin damage. Geometric 

Energy Management System 
provides optimal treatment efþciency 

and amazing patient comfort.

Guaranteed 200,000 pulses: 1/2Â per pulse

Virtually painless ñ No cooling needed

Programmed for skin type and condition 

Single handpiece: 420 ð 1100nm, no þlters

Large spot size: 15 x 50mm

Repetition rate: 3-4 seconds

Easy maintenance: lamp change in under 1 minute

*Active Optical results documented in a study of 2,993 patients in 73 locations over 3 years.

Broadband Pulsed Light

OPTIMA

DISTRIBUTED EXCLUSIVELY BY DERMAVISTA

1-800-333-5773
www.dermavista.com




